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MAKS 11292 
SEBACIC ACID 

PRINCIPAL USES 

MAKS 11292 Downstream applications of sebacic acid are mainly concentrated in the following areas: 

-Ester production: Sebacic acid can be used to make various esters, such as dibutyl sebacate, dioctyl sebacate, diisooctyl 

sebacate, etc. These esters are widely used as plasticizers for plastics and cold-resistant rubber. 

-Polymer production: As a raw material, sebacic acid can be used to produce many types of polyamides (such as nylon 

1010, nylon 910, nylon 810, nylon 610, nylon 9, etc.). 

-Lubricants and additives: Sebacic acid is also used in the production of high temperature resistant lubricants and 

lubricant additives, such as diethylhexyl ester. 

-Surface coatings: As a raw material for alkyd resins, sebacic acid is used in the production of surface coatings, plasticized 

cellulose nitrate coatings and urea resin varnishes. 

PHYSICAL AND CHEMICAL PROPERTIES 

Items Specifications Results 

Apprearance White powder or granule White powder or granule 

Purity 99.5%min 99.79% 

Color of solution Pt-Co 35max 16 

Water 0.08%max 0.03% 

Ash 0.3%max 0.2% 

 

DOSAGE & FEEDING 

Your BİMAKS representative will recommend the optimum dosage necessary to ensure maximum program performance 

according to your specific system parameters. 

MATERIALS: Storage and application equipments (pumps, lines) should be made of Stainless Steel, PE, PP, Fiberglass, PVC, 

Teflon, Viton or Buna-N. Do not use Aluminum, Brass, Copper, Copper Alloys, Hypalon, Neopren, Mils Steel or Nickel in 

contact with the neat product. 

HANDLING-STORAGE-SHIPPING 

As a standard precaution with all chemicals we recommend the use of personal protective equipments such as goggles and 

rubber gloves when handling. Consult the Material Safety Data Sheet as the only official source of Environmental and Safety 

information.MAKS 11292 can be stored for at least 24 months from date of shipping if kept in its original, unopened 

container and under normal warehouse conditions. Protect from freezing and from exposure to high temperature.  

MAKS 11292 is available in non-returnable containers of different sizes. 

REMARKS 

If you need assistance or more information on this product, please call 0 850 522 71 04. For more news about BIMAKS 
Company, visit our website at www.bimakskimya.com.tr. 

http://www.bimakskimya.com/

