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MAKS GTC 1000 

GAS TURBINE CLEANER 

GENERAL DESCRIPTION 

MAKS GTC 1000 is a concentrated neutral detergent cleaning fluid for cleaning and corrosion inhibiting of gas turbine 

compressors. Furthermore, it is non-hazardous, water-based, non-corrosive, non-toxic, non-flammable and biodegradable 

Gas Turbine Compressor cleaner with low aquatic toxicity in its formulation.  

PRINCIPLE USES 

MAKS GTC 1000 is a special designed for on-line (hot wash) and off-line (cold wash) cleaning of gas turbine compressors. On-

line cleaning of gas turbine compressors is known to provide the most effective method for preventing gas turbine fouling. 

PRODUCT BENEFITS 

o Ensures maximum available power output 

o Better fuel efficiency 

o Reducing costly downtime and production losses 

o Has inherent corrosion inhibiting properties which are compatible with aluminum, magnesium, nickel-cadmium, 

stainless steel and titianium. 

DOSAGE  

The specific dosage of MAKS GTC 1000 is to dilute 1: 4  (1 part of MAKS GTC 1000 and 4 parts of demineralized water) before 

use. Potable water may be used for off-line / Crank Wash. 

Your BIMAKS representative will recommend the optimum dosage necessary to ensure maximum program performance 

according to your specific system parameters. 

FEEDING 

For On-line / Hot Wash MAKS GTC 1000 is injected into the compressor via spray ring or lance while the gas turbine is 

operating. Off-line / Crank Wash is performed while the gas turbine is in a cooled  state utilizing cranking speed. Each OEM 

details the required volume for both on-line and off-line cleaning. 

HANDLING-STORAGE-SHIPPING 

As a standard precaution with all chemicals we recommend the use of protective equipment such as goggles and rubber 

gloves when handling. Consult the Material Safety Data Sheet as the only official source of Environmental and Safety 

information. 

The product can be stored between 4° C and 40° C. If inadvertently frozen, product can still be used after thawing. 

Additionally there is no restriction for shipping. Product is classifies as non-hazardous for international transport by air and 

sea. Shelf life: 5 years  

REMARKS 

If you need assistance or more information on this product, please call 0 850 522 71 04. For more news about BİMAKS 

company, visit our website at www.bimakskimya.com.tr.  
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