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GENERAL DESCRIPTION 

MAKS 1415P is a liquid product consisting of a mixture of organic and inorganic phosphates, polycarboxylic acid and non-volatile 

oxygen binders (sulphites). 

PRINCIPAL USES 

MAKS 1415P is a product that binds oxygen and stabilizes water hardnessю It is suitable for boiler water conditioning. The product 

is used for steam boilers and protects the system from corrosion and scale formation. This product is intended for use in systems 

with pressure not exceeding 40 bar. 

MAKS 1415P has no volatile substances in its composition, so it can be used only in systems where it is necessary to achieve high  

quality (purity) of steam MAKS 1415P contains substances that are included in the FDA Directive § 173.310 as additives for boiler 

water.  These additives ensure good preparation of steam, which may come into contact with food.  

DOSAGE  

Usually it is recommended to maintain PO43- in boiler water in the range of 10 - 20 g/m3. Therefore, MAKS 1415P dosing parameters 

must be appropriately matched. 

Your BIMAKS representative will recommend the optimum dosage necessary to ensure maximum program performance according 

to your specific system parameters. 

FEEDING 

In feed water at temperatures below 99 °C, it is necessary to increase the concentration of MAKS 1415P or to additionally dose 

oxygen binding products. 

 According to FDA Directive § 173.310, the concentration of MAKS 1415P in feed water should be less than 95 g/m3. 

HANDLING-STORAGE-SHIPPING 

As a standard precaution with all chemicals we recommend the use of personal protective equipments such as goggles and rubber 

gloves when handling. Consult the Material Safety Data Sheet as the only official source of Environmental and Safety information. 

MAKS 1415P can be stored for at least 24 months from date of shipping if kept in its original, unopened container and under normal 

warehouse conditions. Protect from freezing and from exposure to high temperature.  

MAKS 1415P is available in non-returnable containers of different sizes. 

REMARKS 

If you need assistance or more information on this product, please call 0 850 522 71 04. For more news about BIMAKS Company, 

visit our website at   www.bimakskimya.com.tr 
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